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1. Introduction      
Avalanche photodiodes (APDs) exploit the process of impact ionisation to amplify the 
primary, or unity gain, photocurrent generated by the absorption of incident photons. In all 
APDs the signal enhancing avalanche multiplication is accompanied by an increase in the 
signal’s noise current, in excess of shot noise. Hence APDs have found application in 
detection systems where the electrical noise introduced by following circuitry is greater than 
the noise introduced by a unity gain photodiode. These principally include detection 
systems which need to operate under low incident photon fluxes or with high bandwidths. 
In such systems an APD’s multiplication can provide a desirable enhancement in the overall 
system sensitivity. Increasing an APD’s operational gain only enhances a system’s 
sensitivity whilst the APD’s noise is less than the noise of the following circuitry. Hence the 
rate at which an APD’s noise increases with increasing multiplication is a key performance 
parameter. The noise power (In2) generated by an APD can be described by equation 1,  
 In2 =  2 q Ipr M2 F BW  (1) 
where q is the electron charge, Ipr the primary photocurrent, M the avalanche multiplication 
factor, F the excess noise factor and BW the bandwidth.  
An APD’s excess noise results from the stochastic nature of the impact ionisation process, 
which leads to fluctuations in the instantaneous multiplication as individual injected carriers 
undergo different levels of multiplication. The impact ionisation of electrons and holes is 
described by the ionisation coefficients ǂ(ξ) and ǃ(ξ) respectively, representing the mean 
number of impact ionisation events per unit length travelled, as a function of electric field ξ. 
These ionisation coefficients vary from material to material and their accurate determination 
is essential to support the assessment of a material’s suitability for use in APD applications, 
as well as the modelling of an APD’s noise. Equations 2 and 3 (McIntyre, 1966) describe 
how, under the local model of impact ionisation, an APD’s excess noise factor is related to 
its operational multiplication and the ratio of the ionisation coefficients, k.   
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Here Me and Fe are the average multiplication and excess noise initiated by a primary 
photocurrent consisting of only electrons, injected from the p-type side of the depletion 
region. Similarly Mh and Fh are the average multiplication and excess noise initiated by a 
primary photocurrent consisting of only holes, injected from the n-type side. The 
relationship between F, M and k defined by equations 2 and 3 is plotted in figure 1.  
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Fig. 1. The dependence of an APD’s excess noise factor on its operational multiplication 
factor and the k of its multiplication medium, as defined by the local model (McIntyre, 1966). 
Two important APD design principles can be taken from equations 2 and 3. Firstly, excess 
noise is always lower when only the carrier type with the highest ionisation coefficient is 
injected into the multiplication region, making k ≤ 1. Secondly, in order to minimise the 
excess noise factor it is desirable to fabricate the multiplication region of an APD from a 
material with highly disparate ionisation coefficients, ideally one in which one of the 
ionisation coefficients is zero such that k also becomes zero.  
The aggregate influence of an APD’s multiplication and excess noise on the overall 
sensitivity of a light detecting system clearly varies depending on the system considered. To 
illustrate a typical case, figure 2 shows the sensitivity of a 10 Giga bit per second (Gbps) 
optical communications receiver, modelled as a function of its APD’s multiplication and the 
k of the APD’s gain medium. The APD’s gain-bandwidth product limit is not considered in 
this illustrative case. From the results shown in figure 2 it can be seen that the lower the k of 
the APD’s gain medium, the better the receiver sensitivity, and the higher the optimum 
APD gain in the absence of gain-bandwidth product limits. In the optimum case where k = 
0, substantial improvements in receiver sensitivity are predicted as the APD’s multiplication 
is increased. Furthermore it has been shown that both an APD’s transit time limited 
bandwidth and its gain-bandwidth product limit increase as k reduces (Emmons, 1967).      
The clear advantage afforded by employing materials with disparate ionisation coefficients 
in APDs, has led to a long term effort to characterise the ionisation coefficients in most 
common semiconductor materials (Stillman and Wolfe, 1977; Capasso, 1985; David and Tan,  
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Fig. 2. The modelled receiver sensitivity of a 10 Gbps receiver as a function of its APD’s 
operational multiplication factor and the k of its APD’s gain medium.  
2008). Until recently the optimum case, where k = 0, remained an unachievable theoretical 
ideal, with most materials exhibiting 0.1 < k < 1. Indeed, unable to identify sufficiently 
capable materials, some researchers resorted to trying to engineer superlattice structures in 
which the ionisation coefficients were more disparate (Capasso et al., 1982; Yuan et al., 2000). 
Beck et al. were the first to report APD characteristics consistent with k = 0 in 2001, when 
they reported results from Hg0.7Cd0.3Te APDs (Beck et al., 2001). They have since shown that 
for a number of compositions ǃ remains essentially zero in Hgx-1CdxTe APDs detecting in 
the short, mid and long wave infrared (SWIR, MWIR and LWIR) (Beck et al., 2006).  They 
coined the phrase electron-APD (e-APD) to describe such APDs where only electrons 
undergo impact ionisation. As desirable as some of the properties of Hgx-1CdxTe e-APDs 
undoubtedly are, Hgx-1CdxTe itself remains a challenging material to work with. It is not 
readily available through commercial foundries, unlike group IV and III-V materials, and is 
relatively expensive. It is also becomes unstable at lower temperatures than other 
established semiconductors. Furthermore it can suffer from compositional non-uniformity 
issues over imaging array sized areas and in some cases cannot be as highly doped as III-V 
materials. Hence it remains desirable to identify a more widely available III-V material 
which exhibits comparable e-APD properties. Recent characterisation and development 
work on InAs APDs has shown that they can meet this desire for the first time (Marshall et 
al., 2008; 2009; 2010).  
This chapter presents the emerging InAs e-APD, summarising its properties using both 
recently published data and new results. It is shown that multiplication and excess noise in 
InAs APDs match those expected for the emerging e-APD subclass. Furthermore the specific 
and at times unique characteristics of electron avalanche multiplication in InAs are 
discussed. The ability to characterise InAs e-APDs and demonstrate their desirable 
properties has been underpinned by the development of new fabrication procedures, the 
key aspects of which are also discussed here. Finally the potential for deploying InAs e-
APDs in several significant applications is discussed. All results presented here were 
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obtained from homojunction InAs p-i-n and n-i-p diode structures, grown by molecular 
beam epitaxy (MBE) or metal organic vapour phase epitaxy (MOVPE), in the EPSRC 
national centre for III-V technologies at The university of Sheffield, UK. The principle 
difference between the various structures characterised was the intrinsic region width.  
Hence whenever experimental results are presented here, the type of diode structure 
measured and its intrinsic region width are detailed. All device fabrication and 
characterisation work was undertaken within the Electronic and Electrical Engineering 
department at The University of Sheffield. 
2. Avalanche multiplication and excess noise in InAs e-APDs 
2.1 Avalanche multiplication 
The magnitude of the impact ionisation coefficients ǂ and ǃ are usually determined through 
measurements of the photomultiplication factors Me and Mh. It has been shown (Marshall et 
al., 2010) that in InAs p-i-n diodes significant electron initiated multiplication can be 
achieved whilst hole initiated multiplication in InAs n-i-p diodes remains negligible across 
the same electric field range. The Me measured on three p-i-n diodes with a range of intrinsic 
widths and the Mh measured on a n-i-p diode, are shown in figure 3a. The measurements 
were taken using a lock-in amplifier and phase sensitive detection of the photocurrent.  This 
was generated by an appropriate laser wavelength such that all absorption took place 
within the doped p- and n-type cladding layers, allowing Me to be measured on p-i-n diodes 
and Mh to be measured on n-i-p diodes. The results clearly show that ǃ ~ 0 in InAs, within 
the electric field range exercised, also making k ~ 0. It should be noted that this finding is in 
contradiction to the only previously reported experimental study for avalanche 
multiplication in InAs. Mikhailova et al. reported that ǃ was approximately 10 times greater 
than ǂ in InAs, at 77K (Mikhailova et al., 1976). This discrepancy is given more consideration 
in a number of journal papers (Marshall et al., 2008; 2009; 2010) ; here it will simply be noted 
that during the new study of InAs e-APDs reviewed in this chapter, more than 20 different 
InAs diode structures have been characterised at room temperature, and all results are 
consistent with the finding that ǃ ~ 0.   
The most robust determination of the relative magnitude of ǂ and ǃ in any material comes 
from the measurement of Me and Mh on a single diode structure, eliminating any 
uncertainty over variations in layer thickness and electric field profiles. In order to achieve 
this for InAs, the substrate was removed from a sample of fully fabricated n-i-p diodes.  This 
was achieved through a combination of mechanical thinning and selective wet etching. This 
made it possible to measure Mh by illuminating the top side of the diodes and Me by 
illuminating the substrate side of the same diodes. The photomultiplication results taken in 
this way are shown in figure 3b and confirm that ǂ >> ǃ in InAs at room temperature, with ǃ 
~ 0, making it possible to realise the first III-V based e-APDs from InAs. 
The avalanche multiplication characteristics measured on e-APDs differ from those of all 
conventional APDs. In conventional APDs not only does the injected carrier type (e.g. 
electrons) undergo impact ionisation when transiting the depletion region (from p- to n-type 
claddings), but secondary carriers of the other type (holes) generated by impact ionisation, 
also undergo impact ionisation themselves when transiting the depletion region in the 
opposite direction (towards the n-type cladding), generating yet more carriers of the injected 
type. One possible sequence of impact ionisation events in a conventional APD is shown 
schematically in figure 4. If the electric field within such an APD is increased, in turn 
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Fig. 3. Photomultiplication characteristics Me and Mh for InAs diodes, measured on;  
(a) three p-i-n diodes and one n-i-p InAs diode, with intrinsic region widths of 3.5μm (Æ), 
1.9μm (Ê), 0.8μm (▼) and 1.8μm (̊) respectively (Marshall et al., 2010) 
(b) one n-i-p diode with an intrinsic region width of 6μm doped at ~7x1014 cm-3, with its 
substrate removed allowing both topside (”) and substrate side (») illumination. 
increasing ǂ and ǃ, the avalanche multiplication can rise very rapidly due to the feedback in 
this avalanche. Indeed if the magnitude of ǂ and ǃ are sufficient that each carrier ionises on 
average at least once before leaving the depletion region, the multiplication factor becomes 
infinite and avalanche breakdown occurs.  
By contrast in e-APDs the feedback provided by hole impact ionisation is absent. As a result 
the avalanche of electron impact ionisation events, from which the multiplication is solely 
derived, builds up in a single transit of the depletion region. Again one possible sequence of 
impact ionisation events within an e-APD is shown schematically in figure 4. This avalanche 
is more analogous with naturally occurring avalanches, where the material involved in the 
avalanche builds up as it falls in a single trip down a hill. The maximum number of impact 
ionisation events in an avalanche without feedback is limited since in practice neither ǂ or 
the depletion width can become infinite. Hence true e-APDs never undergo an avalanche 
breakdown, instead exhibiting a progressively increasing multiplication as the bias voltage 
and commensurate electric field are increased. This is evident from the expression for 
multiplication in e-APDs under a constant electric field, given by equation 4 where w is the 
depletion width. 
 Me = exp(w)  (4) 
Figure 5 compares the multiplication characteristics of some e-APDs with that of an InAlAs 
APD (Goh et al., 2007), representative of conventional APDs. The multiplication factor minus 
one scale is used because it allows both the low and high gain characteristics to be presented 
clearly. There is essentially no discernible multiplication in the InAlAs APD below 7V, 
however once multiplication starts it rises quickly with increasing bias voltage and the APD 
breaks down at approximately 15V. In contrast multiplication is discernable in the e-APDs 
from lower voltages, in some cases less than 1V and it rises much more progressively with 
increasing bias voltage. On the logarithmic scale the rise in multiplication is approximately 
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Fig. 4. Schematic representations of potential avalanches of impact ionisation events in 
multiplication regions where k > 0 and k = 0, showing the spatial and temporal distribution 
of impact ionisation by electrons (●) and holes (○). 
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Fig. 5. A comparison between the Me reported on APDs of different materials including, an 
InAs diode with a 3.5μm intrinsic width (”) (Marshall et al., 2010), Hgx-1CdxTe diodes with 
cut-off wavelengths of 4.2µm (¹) and 2.2µm (▲) (Beck et al., 2006), and an InAlAs diode (Ê) 
(Goh et al., 2007). 
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Fig. 6. A comparison between the Me reported for an InAs diode with a 3.5μm intrinsic 
width (”) (Marshall et al., 2010) and an InAlAs diode (Ê) (Goh et al., 2007), plotted against 
the electric field in the multiplication region. 
linear after the initial turn on. As expected there is no breakdown observed in the e-APDs. A 
similar comparison against electric field is given in figure 6 and shows the same distinct 
characteristics, while also highlighting that avalanche multiplication in InAs e-APDs occurs 
at a much lower electric field than in conventional APDs.  
It is worthwhile considering the bias dependence of the multiplication characteristics shown 
in figure 5, in relation to the concomitant biasing circuit requirements for each APD. 
Multiplication in all APDs is by nature dependent on the bias voltage applied to them; 
however it is undesirable for the multiplication to vary dramatically in response to small 
unintentional fluctuations in the nominal bias voltage. Conventional APDs need to be 
biased close to their breakdown voltage to provide significant multiplication, and hence are 
sensitive to bias voltage fluctuations. For example if the InAlAs APD reported in figure 5 
were to be biased for a nominal multiplication of 10, a fluctuation of ± 0.25V about the 
nominal bias voltage would give rise to the actual multiplication varying between 
approximately 7 and 18. If a nominal gain of 100 were to be considered the variation in gain 
would be even more dramatic. By comparison if the InAs e-APD reported in figure 5 were to 
be biased for a nominal multiplication of 10, the same fluctuation of ± 0.25V about the 
nominal bias voltage would only result in the actual multiplication varying between 
approximately 9.5 and 10.6. Hence a further advantage of e-APDs, particularly when an 
APD needs to be operated at a high multiplication, is that their gain is less sensitive to 
fluctuations in their bias voltage.  
2.2 Excess noise 
The e-APD nature of InAs APDs has been further confirmed by excess noise measurements 
(Marshall et al., 2009). The Fe measured on InAs p-i-n diodes, shown in figure 7, falls slightly 
below the local model prediction for k = 0 as given by equation 2. This excess noise is 
comparable to that reported for SWIR sensitive Hgx-1CdxTe e-ADPs, although it is somewhat 
higher than that reported for MWIR sensitive Hgx-1CdxTe e-APDs (Beck et al., 2006). To 
allow comparison with the characteristic of a conventional APD, the excess noise measured 
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on an InAlAs APD is also shown in figure 7. As with all conventional APDs in which both 
carriers under go impact ionisation, the excess noise in the InAlAs APD rises with increasing 
multiplication. In comparison away from the lowest gains, the excess noise in the e-APDs 
does not continue to rise. This is clearly a desirable characteristic for APDs, as it improves 
the overall system sensitivity as shown earlier. 
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Fig. 7. A comparison between the Fe reported on APDs of different materials including, InAs 
diodes with a 3.5μm intrinsic width and radii of 50μm (”) and 100μm (») (Marshall et al., 
2009), Hgx-1CdxTe diodes with cut-off wavelengths of 4.2µm (¹) and 2.2µm (▲) (Beck et al., 
2006), and an InAlAs diode (Ê) (Goh et al., 2007). 
In figure 7 it can be seen that the excess noise measured on the largest InAs APDs, for which 
the purest electron injection photocurrent was achieved, falls notably below the k = 0 local 
model prediction.  To explain such excess noise below the lower limit case of the local model, it 
is necessary to consider the influence of deadspace, which is neglected from the local model. 
Deadspace has been described as the distance travelled by a carrier while it attains the 
ionisation threshold energy, or the distance travelled by a carrier while its energy rises into 
equilibrium with the electric field. Both descriptions attempt to address the reality that a 
carrier’s ionisation probability does not become a non-zero function, described by its non-local 
ionisation coefficient, until it has travelled some distance. It is simplest to consider that it 
travels this distance with an ionisation probability of zero, leading to the first description. The 
effect of deadspace is to introduce determinism into both the spatial distribution of the impact 
ionisation events and the resulting multiplication experienced by individual carriers. This 
increased determinism leads to a reduction in the excess noise factor.  
It is noted that deadspace is typically only considered to be of significance in conventional 
APDs with thin multiplication regions, less than a few hundred nanometres wide (Plimmer 
et al., 2000). However it has been found that even in e-APDs with thick multiplication 
regions, such as the ones reported in figure 7, the deadspace can become significant with 
respect to the mean ionisation path length of electrons, ǂ-1, and hence noticeably affect the 
excess noise factor. When k = 0 the deadspace causes the excess noise factor to remain below 
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F = 2, reducing it towards the ultimate limit of F = 1. To achieve F = 1 it would be necessary 
for electrons to undergo impact ionisation immediately after transiting their deadspace, 
such that they transit the depletion region moving through a series of deadspaces between 
delta function ionisation probability density functions. The experimental results reported for 
Hg0.3Cd0.7Te (Beck et al., 2006) indicate that they are operating in approximately this ideal 
way.     
2.3 Electron ionization coefficient 
To allow modelling of the multiplication within arbitrary InAs e-APDs, an electron 
ionisation coefficient has been reported based on the multiplication results presented in 
figure 3 (Marshall et al., 2010). This coefficient is parameterised as shown in equation 5. 
         
0.378
5
4 1.39 104.62 10 expα ξ
⎡ ⎤⎛ ⎞×⎢ ⎥= × −⎜ ⎟⎜ ⎟⎢ ⎥⎝ ⎠⎣ ⎦
      cm-1     (5) 
The new room temperature electron ionisation coefficient for InAs is shown in figure 8 
together with selected other electron ionisation coefficients. Amongst the materials in which 
impact ionisation has been well characterised, In0.53Ga0.47As is considered to have an 
atypically high electron ionisation coefficient at low electric fields (Ng et al., 2003). In 
comparison significant electron ionisation occurs in InAs from much lower electric fields. 
Indeed the maximum electric field for which ǂ has been calculates in InAs is lower than the 
minimum electric field for which ǂ could be determined in In0.53Ga0.47As. This greatly 
enhanced electron impact ionisation at low electric fields is of pivotal importance for InAs 
APDs.  It is considered to be both the reason that meaningful avalanche multiplication can 
be achieved at all in practical devices and the reason that they operate as e-APDs.  
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Fig. 8. A comparison between the electron ionization coefficients reported for different 
materials including, InAs as calculated from experimental results (”) (Marshall et al., 2010), 
as parameterised (line) and as modelled by both Bude and Hess (1992) (¹) and Brennan and 
Mansour (1991) (▲), Hg0.3Cd0.7Te as modelled by Brennan and Mansour (1991) (¹) and 
In0.53Ga0.47As as calculated from experimental results by Ng et al. (2003) (Ê).   
www.intechopen.com
 Advances in Photodiodes 
 
456 
In0.53Ga0.47As has not been used as the gain medium of APDs because it generally suffers 
from excessive tunnelling current before the electric field becomes high enough for 
significant multiplication to be obtained. InAs has a significantly smaller bandgap and 
commensurately higher tunnelling current at a given electric field, however because ǂ is 
high enough at low electric fields, practical APDs can still be realised without excessive 
tunnelling current. Furthermore InAs APDs operate as e-APDs, whereas other III-V based 
APDs do not, due the atypically enhanced ǂ within their operational electric field range, 
rather than an atypically suppressed ǃ. Indeed it is expected that could InAs be 
characterised at higher electric fields, hole impact ionisation would be found to commence 
somewhat below the electric field required for hole impact ionisation in In0.53Ga0.47As, ~ 150 
kVcm-1. However the tunnelling current at such electric fields is likely to make 
characterisation impossible.  
As shown in figure 8, Hg0.3Cd0.7Te is modelled to exhibit an even higher ǂ than InAs, which 
is consistent with the higher gain and lower noise reported, as shown in the comparisons in 
figures 5 and 7 respectively. Brennan and Mansour (1991) and Bude and Hess (1992) both 
modelled ǂ in InAs and reported results broadly in line with the new experimentally 
derived ǂ. Brennan and Mansour suggested ǂ should be slightly higher at 77K than the 
newly derived room temperature ǂ. Working purely theoretically Bude and Hess modelled ǂ 
for a higher electric field range than it has so far been possible to exercise in practice, 
however their lowest data point aligns with the new ǂ well. 
The combination of ǂ being only weakly dependent on electric field and ǃ being 
approximately zero, results in a final atypical characteristic of InAs e-APDs. This trend can 
be observed in the Me results shown in figure 3 and should be explained since it has 
significant implications for the design of InAs e-APDs. Usually when the multiplication 
characteristics measured on p-i-n diodes with different intrinsic widths are compared as a 
function of the applied voltage, the multiplication at any given voltage is highest in the 
diode with the thinnest depletion width. However in InAs p-i-n diodes this trend is not seen, 
instead the highest multiplication at any given voltage is achieved in the diode with the 
widest intrinsic region and hence also the widest depletion region and lowest electric field. 
Uniquely in InAs e-APDs an increase in the depletion width over which the unidirectional 
electron avalanche can build up, has a greater influence on the APD’s multiplication factor 
than the concomitant reduction in ǂ due to the lower electric field. This unique trend can be 
exploited to improve the characteristics of InAs e-APDs, unimpeded by some of the classical 
APD design trade-offs. Increasing the depletion width in an InAs e-APD increases the 
multiplication achieved at low bias voltages, making it easier to integrate the APD into a 
system. Furthermore it also leads to a reduction in the electric field within the APD, 
improving its reliability and reducing tunnelling current. As a result of this it is desirable for 
almost all applications, that the intrinsic width in InAs e-APDs is increased as much as 
practical, since this results in demonstrably better device performance parameters. 
3. The fabrication of practical InAs e-APDs 
It was only possible to successfully undertake the characterisation of InAs e-APDs reported 
in the previous section, following the development of a growth and fabrication process 
which was capable of producing InAs diodes with reduced and controlled reverse leakage 
current. Minimising the reverse leakage current in InAs diodes is particularly challenging 
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due to the low bandgap energy of InAs and its predisposition towards forming low 
impedance surfaces (Noguchi et al., 1991).  
Efforts to reduce the reverse leakage current in InAs APDs started with development of the 
epilayer growth conditions.  The InAs used in this work was grown by MBE and MOVPE on 
p-type InAs substrates. Following a RHEED monitored clean-up at 500°C, MBE growth was 
performed at ~ 0.8 monolayers per a second with a substrate temperature of 470°C. MOVPE 
growth commenced with a 620°C substrate clean-up, followed by growth at ~10 Ǻ/s with a 
substrate temperature of 600°C. During all growths the two key aims were to: 
• Minimise the defect density so as to minimise the bulk leakage current and increase the 
maximum bias voltage which could be applied without the diodes failing.  
• Minimise the background doping concentration in the intrinsic region, so that the 
depletion width and hence also the multiplication, was maximised. 
Minimising the background doping was found to be easier using MBE, with background 
doping densities ≤ 1x1015 cm-3 routinely achievable and a minimum electrically active 
doping density of ~ 2x1014 cm-3 measured. However maintaining the crystal quality during 
the growth of diode structures > 5μm thick was challenging and ultimately MOVPE was 
found to be the preferred technique for growing the thickest InAs diode structures. The 
higher growth rate made it reasonably practical to grow total epitaxial thicknesses of 10μm.  
Furthermore the MOVPE grown InAs was also found to be electrically more robust than 
MBE grown InAs. MOVPE grown diodes were less prone to non ideal increases in bulk 
leakage under higher bias voltages and were able to withstand higher maximum voltages 
without failing. Keeping the background doping down to acceptable levels was more of an 
issue than with MBE, however following optimisation work it was possible to obtain doping 
densities slightly below 1x1015 cm-3. 
Fabricating InAs mesa diodes with low leakage currents is arguably more challenging that 
growing good quality InAs epilayers. The principle issue is the predisposition of etched 
InAs surfaces to become low impedence. Such surfaces link the p- and n-type regions of the 
mesa diode with a low resistance sidewall, down which significant surface leakage current 
can readily flow. Wet chemical etching typically produces mesa sidewalls with less damage 
than dry etch etching does, and for InAs e-APD fabrication wet etchants were again found 
to be preferable. A number of etchants were tested during this work (Marshall et al., 2007) 
and the optimum etching routine developed was as detailed below. 
1. Etch the mesa to approximately 0.5μm less than the desired total depth in a 1 : 1 : 1 
mixture of H3PO4 : H2O2 : H2O 
2. Etch the mesa for 30 seconds in a 1 : 8 : 80 mixture of H2SO4 : H2O2 : H2O. 
3. Remove the resist from the sample using acetone only 
4. Dip the unmasked sample in the 1 : 1 : 1 mixture of H3PO4 : H2O2 : H2O for 10 seconds, 
quench in deionised water and then immediately dip the sample in the 1 : 8 : 80 mixture 
of H2SO4 : H2O2 : H2O for 20 seconds 
5. Avoid further immersion of the mesa sidewall 
The sequential use of the two etchants consistently produces a better result that using either 
of them individually. It is postulated that the first etchant has a tendency to leave an indium 
rich surface whereas the second has a tendency to leave an arsenic rich surface. Using them 
sequential with the appropriate etch durations may produce a balanced InAs surface. 
Returning the sample to the etchants after the mask has been removed results in all exposed 
InAs surfaces being etched slightly. Whilst this is generally not desirable it is possible to 
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design a fabrication process and diode structure which can tolerate it and the procedure 
does produce diodes with consistently lower surface leakage current.  
As with many aspects of InAs diode fabrication, there is little information in the literature 
regarding the formation of ohmic contacts with InAs. However in this respect the surface 
properties of InAs are favourable and for the majority of this work Ti / Au contacts, 20nm / 
200nm thick, were found to be adequate for both n- and p-type contacts. Indeed using this 
metallisation the typical contact resistance was in the order of 10Ω. 
Using the optimised etching routine it was possible to fabricate InAs e-APDs with negligible 
surface leakage current across a wide range of bias voltages. Figure 9 shows the reverse 
leakage current characteristics measured on InAs mesa diodes with four different radii, 
along with the current densities calculated for the different diodes. The excellent consistency 
between the current densities calculated for the diodes with different areas, indicates that 
the surface leakage current was negligible in all diodes. If etched incorrectly the leakage 
current in diodes like these can reach 10mA at a reverse bias voltage as low as 1V or less.   
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Fig. 9. The reverse leakage current measured on InAs n-i-p diodes with 200μm (black), 
100μm (red), 50μm (blue) and 25μm (green) radii and intrinsic region widths of 6μm doped 
at ~1x1015 cm-3, together with the commensurate leakage current density calculated.   
The leakage characteristics of InAs photodiodes are rarely reported beyond a reverse bias of 
0.5V, because to date they have been exclusively used as unity gain detectors. Not only does 
the leakage current in the InAs e-APDs developed during this work remain controlled 
under previously unreported high bias voltages, but it also compares favourably with 
reported unity gain InAs photodiodes at low bias voltages. Figure 10 shows a comparison of 
the leakage current densities in a number of InAs photodiodes. Under low bias voltages the 
lowest leakage current is observed in an MBE grown p-i-n diode. This diode structure 
includes a lattice matched AlAsSb layer immediately under the p-type contact, designed to 
block the diffusion of minority electrons from the surface or contact (Marshall et al., 2007). 
Diodes with this blocking layer routinely yielded the lowest leakage currents at low reverse 
bias voltages. The MOVPE grown n-i-p diode exhibits only slightly higher leakage at low 
reverse bias, remaining below the level reported by others for InAs diodes.  Under higher 
bias voltages this diode exhibits the lowest leakage current, typical of MOVPE grown 
diodes.  
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4. The potential for exploiting InAs e-APDs 
4.1 Leakage current 
The new InAs e-APD technology offers a III-V based alternative to the high performance but 
exotic Hgx-1CdxTe e-APD technology. The core multiplication and excess noise 
characteristics of these new APDs are undoubtedly desirable for a number of applications, 
however to asses their true suitability the most important parameter to consider is the 
leakage current. Due to their narrow bandgap, InAs APDs will inevitably exhibit higher 
leakage than similar APDs fabricated from wider bandgap materials. Whether or not this 
leakage can be tolerated, or suppressed through cooling, ultimately depends upon the 
specific application of interest. Based on the characterisation and development work carried 
out to date it is possible to make some observations and predictions regarding leakage 
current in InAs e-APDs, so as to support assessment of their potential. The leakage currents 
which affect InAs e-APDs under low and high bias voltages are considered separately. It has 
already been shown that surface leakage current can be adequately suppressed at room 
temperature, and with further development it is likely that the same can be achieved at 
lower temperatures. Hence surface leakage is not included in this consideration of the 
unavoidable mechanisms contributing to the leakage current in InAs e-APDs.   
 
Reverse bias voltage (V)
0.1 1 10
C
u
rr
en
t 
d
en
si
ty
 (
A
/
cm
2 )
0.1
1
10
 
Fig. 10. A comparison between the reverse bias leakage characteristics measured on two of 
the new InAs e-APDs and those reported for or measured on other InAs diodes including, a 
commercial diode (solid line), a planar diode (Iwamura and Watanabe, 2000) (dotted line) 
and the best prior mesa diode (Lin et al., 1997) (dashed line).  The two InAs diodes were a p-
i-n diode with a 3.5μm intrinsic width (”) and a n-i-p diode with an intrinsic region width of 
6μm doped at ~1x1015 cm-3 (”). 
At room temperature and low reverse bias the leakage current in InAs e-APDs is dominated 
by bulk diffusion current. The two InAs e-APDs reported in figure 10 show a low bias 
leakage current density of ~ 100mAcm2. This level is typical of the InAs e-APD technology 
at present; however lower leakage current densities have been measured, down to ~ 
www.intechopen.com
 Advances in Photodiodes 
 
460 
30mA/cm2. It is considered that there remains considerable scope for reducing the defect 
density in the epitaxial InAs through further development of the epitaxial growth 
conditions, and hence it is likely that this leakage current density can be reduced further. 
Beyond improving the crystal quality, the devices will need to be cooled to suppress the 
leakage current density even more. As the temperature is reduced it is typical for the 
leakage to change from being diffusion dominated to generation and recombination 
dominated (Krier et al., 1998). At this time it is not known at which temperature this 
transition will occur for the new InAs e-APDs. Figure 11 provides an estimate of the upper 
and lower limits within which the leakage current density is likely to fall, as the temperature 
is reduced. The upper and lower limits were calculated based on the measured room 
temperature leakage current density falling in line with generation and recombination and 
diffusion current theory respectively, using the published temperature dependence of the 
intrinsic carrier concentration in InAs (Rogalski, 1989; Mikhailova, 1996). It is expected that 
initially as the temperature is reduced the leakage current will remain diffusion dominated 
and follow the lower of the lines, before changing to become generation and recombination 
dominated and fall further with the gradient of the higher line.    
As the reverse bias voltage is increased to multiply the photocurrent, the leakage current 
also undergoes multiplication. In practice it has been found that the leakage current usually 
increases at approximately the rate of Me. There is considered to be little scope for reducing 
this.  Hence to obtain an estimate of the leakage current in an InAs e-APD of arbitrary size, 
operating at an arbitrary gain, the likely low bias leakage current density  can be multiplied 
by the APD’s area and the desired gain. 
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Fig. 11. Predicted boundary limits for the temperature dependant reverse leakage current 
density in InAs APDs under a low 0.25V reverse bias. Extrapolated from a room 
temperature result using published intrinsic carrier concentrations (Rogalski, 1989) (red 
lines) (Mikhailova, 1996) (black lines), considering diffusion limited leakage (solid lines) and 
G&R limited leakage (dashed lines) and excluding surface leakage.   
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The final leakage current related concern for APDs made from narrow bandgap materials is 
tunnelling current. InAs has both a low electron effective mass and a narrow bandgap, 
which combine to give significant band-to-band tunnelling current at much lower electric 
fields than in other materials used in established APDs. As identified earlier in this chapter, 
the deleterious effect of this is mitigated by ǂ being significantly higher at low electric fields 
than in established APD materials. As a result it has been possible to fabricate many InAs e-
APDs in which significant multiplication can be achieved while tunnelling current remains 
negligible. To illustrate this figure 12 shows the multiplication and leakage current density 
measured on one such e-APD, together with the band-to-band tunnelling current density 
expected from its structure. In practice it is considered that an intrinsic region width of > 
3µm with a background doping concentration ≤ 1x1015 cm-3, will be sufficient to avoid 
tunnelling current affecting most applications. 
 
 
M
u
lt
ip
li
ca
ti
o
n
 f
a
ct
o
r
0
10
20
30
40
50
Reverse bias voltage (V)
0 5 10 15 20 25
C
u
rr
en
t 
d
en
si
ty
 (
A
/
cm
2
)
10-5
10-4
10-3
10-2
10-1
100
101
102
 
 
Fig. 12. The multiplication factor and reverse leakage current density measured on an InAs 
p-i-n diode with a 3.5μm intrinsic region width, together with the expected tunnelling 
current density for the structure, shown against reverse bias voltage. 
4.2 Potential applications 
InAs e-APDs will probably find application in systems where their extended spectral 
response, lower excess noise and increased bandwidth in the presence of gain, offer a clear 
advantage. Where this is not the case, the level of leakage current commensurate with the 
narrow bandgap of InAs and the increased cost per unit area are likely to make them 
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unattractive, compared to existing detector options. Below are some of the applications 
which are likely to suit the unique characteristics of InAs e-APDs. 
Imaging arrays and LIDAR 
InAs e-APD arrays could be used for passive imaging across the full SWIR range, offering 
extended spectral sensitivity over InGaAs arrays. However since their response only reaches 
the bottom of the MWIR window, their advantage in such passive applications would be 
limited. More promising applications lie in the area of active imaging or LIDAR (light 
detection and ranging), where Hgx-1CdxTe e-APDs have already started to find applications 
(Baker et al., 2004; Beck et al., 2007). Currently such systems operate at a wavelength of 
1.55µm due to the availability of cheap sources and InAs e-APDs can also offer high 
responsivity at this wavelength. Valuably InAs e-APDs could also support the use of longer 
SWIR wavelengths which would not be detectable with standard InGaAs detectors, 
affording a degree of covertness when desired. Thermoelectric cooling is likely to be 
required in such applications.  
When APDs are used in array applications, gain uniformity across the array is an important 
consideration and in this respect InAs e-APDs can provide an advantage compared other 
APD options. Firstly, the InAs back-plane can be highly doped to reduce voltage drops 
across the array area. Secondly, InAs does not suffer from the compositional non-uniformity 
that Hgx-1CdxTe or other ternary alloys can exhibit, and hence all APDs on the array should 
have near identical voltage dependent gain characteristics. Furthermore should the bias 
voltage vary slightly across the array, the gain at individual pixels will vary much less 
significantly than it would for non e-APD technologies as highlighted in section 2.1. 
Gas detection or monitoring 
Many important gases have absorption lines in the spectral range between visible and 3.5µm 
wavelenghts, over which InAs e-APDs are sensitive, these include CO2 at 2.05µm. Optimum 
applications for InAs e-APDs are likely to be those which require the profiling of gas 
concentrations across a significant distance. In such applications the ability of InAs e-APDs 
to greatly amplify weak signals will be advantageous, as will their ability to maintain a  
high bandwidths when operating at high gains, something which conventional APDs 
cannot do.  
Optical communications 
InAs e-APDs may appear to be an unlikely choice for high bit rate optical communication 
systems, due to their wide depletion regions. In conventional materials such wide depletion 
regions would result in the APD having an unacceptably low transit time limited 
bandwidth. However because there is no feedback within the avalanche multiplication in 
InAs e-APDs, their maximum impulse response duration (tmax) is the sum of the transit times 
for electrons and holes, irrespective of operational gain. In terms of the depletion width (w) 
and the average velocities of electrons (ve) and holes (vh), this is given by equation 6. Using 
the electron saturated drift velocity calculated by satyandah et al. (2002) and the hole 
saturated drift velocity for InGaAs, it is possible to estimate this maximum impulse 
response duration to be only ~60 ps, for an InAs e-APD with a 3 µm wide intrinsic region. 
The high speed potential of InAs e-APDs is further assisted by the low capacitance 
associated with the wide depletion region and the very low cladding and contact resistances 
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which are achievable. These combine to make RC bandwidth limiting less of a concern than 
in established APD technologies. 
 max
e h
w w
t
v v
= +  (6) 
Because InAs e-APDs are likely to require some thermoelectric cooling to meet the leakage 
current targets for communications applications, it is unlikely that InAs e-APDs would be 
considered as an alternative for the established InAlAs/InGaAs APDs in high volume 
applications. However they may find selective application in systems where high gain and 
the maximum possible sensitivity are required, without a drop in the available bandwidth. 
Free space optical links are considered a potential application, since unimpeded by a 
classical gain-bandwidth product limit, InAs e-APDs could provide a greatly enhanced 
sensitivity dynamic range. This would allow the link to be maintained in bad weather by 
increasing the APD gain freely as required. 
5. Conclusion 
In this chapter the emerging InAs e-APD has been introduced.  Experimental results have 
been presented, which confirm that it exhibits the fundamental characteristic of an e-APD, 
namely that only electrons undergo appreciable multiplication within it. The key advantage 
of e-APDs, their reduced excess noise, has been demonstrated and the potential benefit this 
affords a system has been introduced. Furthermore many of the unique characteristics of 
InAs e-APDs have been discussed in detail. Hence this work provides an up to date 
summary of the fundamental properties of InAs e-APDs. It is noted that further 
fundamental characterisation would be desirable, particularly assessing the temperature 
dependence of the multiplication and leakage characteristics. Detailed physical modelling of 
the impact ionisation in e-APDs would also be desirable, to improve understanding of the 
physical processes involved. 
Beyond the fundamental characterisation results, some of the fabrication processes which 
have enabled the realisation of practical InAs e-APDs, have also been presented. The 
leakage current to be expected in such devices has been discussed. Importantly it has also 
been shown that high gain APDs can be designed and fabricated to operate with negligible 
tunnelling current, despite the narrow bandgap of InAs.  
The realisation of APDs in InAs has brought the ideal avalanche multiplication and excess 
noise characteristics of e-APDs into the readily available III-V material system for the first 
time. This brings with it the potential for more wide spread application of e-APDs, 
previously only achievable in the less readily available Hgx-1CdxTe system. Some of the 
applications where InAs e-APDs may offer an advantage have been highlighted, as have the 
specific characteristics which make then ideally suited to such applications. 
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